
Dimensions (mm)

KML-11
50 ~ 500 kg Capacity

SINGLE POINT

APPLICATIONS
All kinds of platform scales.
Higher precision (C3), much higher 
water protection class(IP65).

FEATURES
Single Point load cell
Material: Aluminium
Protection: IP65

SPECIFICATIONS
	 Rated capacities (Emax)	 50, 60, 100, 150, 200, 250,	
		  300, 500 KG	
	 Temperature range, compensated	 -10°C ~ +40°C
	 Sensitivity	 2.0 ± 0.2 mV/V
	 Temperature range, operating	 -20°C ~ +50°C
	 Creep Error (30 min)	 ± 166 ppm
	 Maximum safe overload	 150 %F.S.
	 Zero Balance	 ± 3 %F.S.
	 Ultimate overload	 300 %F.S.
	 TCO	 ± 0.03 %F.S./10°C
	 Excitation, recommend	 10 VDC
	 TC SPAN	 +20°C~+40°C, ±17.5 ppm°C 	
		  -10°C~+20°C, ±11.67 ppm°C
	 Excitation, maximum	 15 VDC
	 Input Impedance	 404 ± 15 n
	 Protection Class	 IP65
	 Output Impedance	 350 ± 3 fi
	 Construction	 Aluminium (Alüminyum)
	 Insulation Impedance	 > 2000 Mfi (50 VDC)
	 Cable Diameter	 5 mm	
	 Cable Length	 1.8 m
	 Accuracy Class	 OIML C3
	 Max. Platform Size	 300 x 300 mm	
	 Installation torque, recommended	 10 Nm
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