
KML-4
50-5000 kg Capacity

S-BEAM LOAD CELL

APPLICATIONS
Tension or compression
Applications, suitable for hanging 
scales, conversion of mechanical 
scales, hopper scales and other 
weighing devices

FEATURES
S-beam load cell
Material: alloy Steel
Surface: nickel plated treatment
Protection: IP65

SPECIFICATIONS
	 Rated Load	 50-5000 (Kg)	
	 Rated Output	 2.0mV/V±0.2%	
	 Zero Balance	 ±1%F.S	
	 Input Resistance	 400±10Ω	
	 Output Resistance	 350±3Ω	
	 Excitation Voltage	 9-12VDC	
	 Nonlinearity	 0.02%F.S	
	 Hysteresis	 0.02%F.S	
	 Repeatability	 0.02%F.S	
	 Creep(30min)	 0.02%F.S	
	 Operating Temperature	 -20°C To+65°C	
	 Temperature Effect on Zero	 0.03%F.S/10°C
	 Temperature Effect on Span	 0 02%F.S/10°C
	 Insulation Resistance	 5000MΩ(50VDC)	
	 Safe Overload	 150%F.S	
	 Ultimate Overload	 200%F.S	
	 Cable	 5m(Φ5mm 4-wire shielding cable)

Dimensions (mm)
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