
	 DEVICE	
	 Screen	 Double 6 Digit, 14.2mm Grenn Color 	
		  7 Segment LED
	 Keypad	 6 pcs tactile swithes
	 Indicators	 10 status Bar led
	 A/D CONVERTER	
	 Minimum Input	 0.02uV/Division
	 Analogue Input Range	 1mV/V - 10mV/V
	 Loadcell Input	 350-1000 Ohm  (Maximum 10 Loadcell)
	 Internal Resolution	 24bit / 16.000.000 
	 Measurement Speed	 840 samples/second
	 Loadcell Excitation	 3.3Vdc
	 CALIBRATION	
		
	 INPUTS/OUTPUTS	
	 Outputs	 4 pcs Transistor Output 
	 Inputs	 4 pcs Digital Input 
		  4/20mA - 0/10V Analogue Output 	
		  (Optional hardware)
	 COMMUNICATON	
	 Communication	 1 pcs RS232 or RS485 selectable 	
		  serial output. 1200-115200bps
		  1 pcs standard RS232 serial output. 1200-	
		  115200bps 
		  Modbus RTU communication
	WORKING CONDITIONS	
	 Voltage/ Power	 24Vdc (+/- % 10) / 5W maximum
	 Case/ Dimensions	 Panel Type metal case, 43x76x92mm
	 Working Temperature	 -20/70°C
	 Protection Class	 IP54

TECHNICAL SPECIFICATIONS

KMS-v4
PANEL TYPE WEIGHT INDICATOR

Indıcator

KMS, Panel TİPİ indikatör küçük 
boyutları pano uygulamalarında 
üstün kolaylık sağlar
Torba dolum sıvı dolum paketleme 
big bag gibi tartım silo tartımı 
uygulamarında ve analog çıkışları 
ile otomasyon sektörünün bir çok 
alanında kullanılabilir. 

SPECIFICATIONS
• 4 pcs Transistor Output 
•  4 pcs Digital Input 
• Modbus RTU (Standard)
• 0-10V 0-5V /0-20mA 4-20mA
   Analogue Output (Option)
   840 measurements per second
• Stability and Absolute Zero 
indicators
• Fast/Slow Filling program
• Hopper Scale Totalizer ( Counter)
• Small plastik or metal case 

43x 92 x 76 mm Panel Type Casing
Dimensions (mm)
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